temperature probes
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CONTROL & MEASUREMENT
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ANGLED RTD PROBE WITH PROTECTION HEAD LDx (TSLDx) DIMENSIONS
FOR PROTECTION TUBE ASSEMBLY
SENSITIVE TEMPERATURE
*k
Holding tube - stainless steel 1.4301 or 1.4404 [mm]
Protection tube - metal (see Accessories - Protection tubes)
Head - aluminum, stainless steel, or plastic (see Appendix - Protection heads)
1Pt T9 -50...200 °C 6 2.3 4*
X y 3,
T -50...400 °C
(RB.RD,RF.RG) T11*  -50...600 °C 8, 10, or bare 2,3,4
2 x Pt T2*  -200...600 °C
(RB,RD,RF,RG) T4* -0...800 °C 6*, 8, 10, or bare 2x2
6 or bare 2,3
1 x Cu (RH, RK) T9 -50...200 °C
A 8, 10, or bare 2,3,4
2 x Cu (RH, RK) T9 -50...200 °C 8, 10, or bare 2x2
Protection head:
[ B, MA, MB, G, N, Dx, Ex, EX (see Appendix - Protection heads)
Process connection (must fit the YA connection 'G’):
G1/2"(Q4), G3/4"(Q6), male or female (see Accessories - Protection tubes)
Insertion length (must fit the YA length 'L"):
Y n=100...1000 mm
Holding tube:
-m1=100...1000 mm
< G < G - OD 20(22) mm
| | - tube/elbow material 1.4301 or 1.4541
roL Yo Tip shape:
| | standard, narrowed, pitted (see Appendix - Tip shapes)
! l Process pressure:
! | YA protection tube process pressure (see Accessories - Protection tubes)
- | 1 |
P P Sheath material:
/I- /I- 1.4301(M1), 1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4362 (M15), or bare sensor
i | Wire material:
| [ Cu, Ni, or Ag
A4 | \ 4 |
\T!/ . D W 4 D Accuracy class:
m m 'A', 'B', or '2xB’ (see Appendix - RTD Tolerance) |
Spring-loaded adapter:
(mounted between protection tube and elbow) A |
S g
Protection Tube d : o
Material [mm] 3 g

M1, M3, M4, M6, M6S,

M8, M9, M11, M13, M14 | 6, 8,10
M12 6,8
M20 6

<
<

* Please contact COMECO!
** Order transmitter separately!!!

Comeco Inc., P.0.Box 378, Plovdiv 4000, BULGARIA, tel: +359 32 646524, fax: +359 32 634089, e-mail: export@comeco.org

COMECO reserves the right of changing specifications without prior notice!
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TS* - G0.G1G2.G3.G4.G6.G7.G9.G10.G11.G12.G13.G14 - #1.#2

Code values

* Base model variant LD - standard (w/ terminal block), OLD - prepared for in-head transmitter (w/o terminal block)
B - type "B", MA - type "MA", MB - type "MB", G - IP65, type "G", N - type "N", D - type "D",
DW - windowed, type "DW", DH - w/ high cap, type "DH", DHW - windowed, type "DHW",
GO Protection head E - IP65, type "E", ES - stainless-steel, type "ES" ¥, EG - IP68 ATEX-approved, type
"EG", EGS - IP66 ATEX-approved, type "EGS" ¥, EGW - windowed ATEX-approved,
type "EGW", EX - explosion-proof instrument housing (specify!)
G1 Number of RTD sensors 1,2,0r3®
G2 Sensor RB - Pt50, RD - Pt100, RF - Pt500, RG - Pt1000, RH - Cu50, RK - Cu100
G3 Temperature range T1 --50...400 °C, T2 - -200...600 °C (Ni or Ag wires only!), T4 - 0...800 °C (Ag wires only!),
P 9 T9 - -50...200 °C, T11 - -50...600 °C (Ni or Ag wires only!)
Diameter 'd' [mm]
G4 X (b 6, 8,10
(must fit the protection tube ID) (bare sensor), 6, 8,
G6 Probe length 'n' [mm] 100...1000
G7 Probe length 'm1' [mm] 100...1000
Mounting connection
4 - G1/2", Q6 - G3/4", U4 - G1/2-F", U6 - G3/4-F"
Go (must fit the protection tube thread) Q4-G1/2", Q6 - G3/4", U4 - G1/2-F", U6 - G3/
G10  Sheath material M1 - 1.4301, M2 - 1.4541, M3 - 1.4571, M9 - 1.4404, M15 - 1.4362
G11 Accuracy class ™ A-'A',B-'B', C-"2xB'
G12  Number of wires 2,349
G13  Wire material (" CU - copper, NI - nickel, AG - silver
G14  Tip shape X - standard closed, N - narrowed, P - pitted
# Obtions X - none, OV - vibration proof (MgO or Silicone filled, secured screws), OA - spring-loaded adapter ©),
P OP - electrochemically polished sheath surface
#2 Local indicator X - none, A - local indicator mounted

™ Only for Pt sensors!

Only for non-explosion-proof RTDs!
© Not available for bare sensor!
“ With windowed head only! See indicator datasheets and order separately!
®) Contact COMECO!

Comeco Inc., P.0.Box 378, Plovdiv 4000, BULGARIA, tel: +359 32 646524, fax: +359 32 634089, e-mail: export@comeco.org

COMECO reserves the right of changing specifications without prior notice!
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ANGLED T/C PROBE WITH PROTECTION HEAD LDx (TSLDx) DIMENSIONS
FOR PROTECTION TUBE ASSEMBLY
(FOR IN-HEAD TRANSMITTER)** OLDx (TSOLDx) | SENSITIVE | TEMPERATURE :
ELEMENT RANGE d [mm] wire o TS
Holding tube - stainless steel 1.4301 or 1.4404 [mm]
Protection tube - metal (see Accessories - Protection tubes)
Head - aluminum, stainless steel, or plastic (see Appendix - Protection heads)
Regular Thermocouple Design
8 1
1xJ;2xJ 10 1.5| 2; 2x2
< T4 0...800 °C bare 1,1.5,3
1xL;2xL 10 15 2; 2x2
L bare 1.2,3.2
A T3 0...850 °C 8 1
i 1xK;2xK T16  0..1100 °C 10 15| 2; 2x2
T6* 0...1150 °C bare 1,1.5,3
! ‘ T3 0..850°C 8 !
> 1xE 2xE T13  0..1000°C 10 15 2 22
c | bare 1,1.5,3
| . T16  0..1100 °C
| 1 iz’_ Z);SR T6*  0..1150°C o210 035,05 2 2x2
! ’ T21 0..1300 °C
| MI Thermocouple Design
S e d 1xJ T4 0...800 °C 3,4.5,6,8 2
= 2xJ 2x2
1xK T3 0...850 °C
AG <G 1xN;1xE T16 0..1100 °C 3 45 6 8 10 2
| | 2xK T6* 0...1150 °C T
r L rofa 2xN,2xE T6*  0..1250 °C 2x2
! I Protection head:
: : B, MA, MB, G, N, Dx, Ex, EX (see Appendix - Protection heads)
1 | 1 | Process connection (must fit the YA connection 'G"):
P P G1/2"(Q4), G3/4"(Q6), male or female (see Accessories - Protection tubes)
1 1] Insertion length (must fit the YA length 'L"):
i | n =100...1000 mm
i | Holding tube:
: v : -m1=100...1000 mm
Y \Tf/‘ D ! \T?/‘ D - 0D 20(22) mm
rr o - tube/elbow material 1.4301 or 1.4541
Tip shape (hot junction design):
standard (isolated), grounded, open-tube, exposed
(see Appendix - Tip shapes)
Process pressure:
YA protection tube process pressure (see Accessories - Protection tubes)
Sheath material:
: 1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4762(M4), 1.4841(M5), 1.4845(M6),
Protection Tube Sheathed T/C Bare T/C
Material max. d [mm] | max. s [mm] 1.4876(M7), 2.4816(M8), 1.4362 (M15)
M11, M14 10 4x 03 MI sheath material:
1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4762(M4), 1.4841(M5),
M3, M4, M6, M6S, M8, M9 10 2xe3 1.4876(M7), 2.4816(M8), Nicrobell® (M10)

Accuracy class:
1" or '2' (see Appendix - T/C Tolerance)

Spring-loaded adapter:
(mounted between protection tube and elbow) A

D

<
<

60...100
W 00000
A goooooo;
x
@220...25

* Please contact COMECO!
** Order transmitter separately!!!

Comeco Inc., P.0.Box 378, Plovdiv 4000, BULGARIA, tel: +359 32 646524, fax: +359 32 634089, e-mail: export@comeco.org

COMECO reserves the right of changing specifications without prior notice!
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TS* - G0.G1G2.G3.G4.G6.G7.G9.G10.G11.G14 - #1.#2

Code values

* Base model variant LD - standard (w/ terminal block), OLD - prepared for in-head transmitter (w/o terminal block)
B - type "B", MA - type "MA", MB - type "MB", G - IP65, type "G", N - type "N", D - type "D",
DW - windowed, type "DW", DH - w/ high cap, type "DH", DHW - windowed, type "DHW",
GO Protection head E - IP65, type "E", ES - stainless-steel, type "ES" *), EG - IP68 ATEX-approved, type
"EG", EGS - IP66 ATEX-approved, type "EGS" ), EGW - windowed ATEX-approved,
type "EGW", EX - explosion-proof instrument housing (specify!)
G1 Number of thermocouples 1or2
G2 Thermocouple J - type "J", K - type "K", N - type "N", E - type "E", L - type "L", S - type "S", R - type "R"
T3-0...850 °C, T4 - 0...800 °C, T6 - 0...1200 °C “, T13 - 0...1000 °C, T16 - 0...1100 °C,
G3 Temperature range T21-0...1300 °C
Diameter 'd' [mm] regular T/C X (bare thermocouple), 8, 10
G4 (must fit
the protection tube ID) MIT/IC 3,4.5,6,8,10
G6 Probe length 'n' [mm] 100...1000
G7 Probe length 'm1' [mm] 100...1000
Mounting connection
G9 4 - G1/2", Q6 - G3/4", U4 - G1/2-F", U6 - G3/4-F"
(must fit the protection tube thread) @ @ ’ '
reqular T/C M2 - 1.4541, M3 - 1.4571, M4 - 1.4762, M5 - 1.4841, M6 - 1.4845, M7 - 1.4876, M8 - 2.4816,
. 9 M9 - 1.4404, M15 - 1.4362
G10 Sheath material
MIT/C M2 - 1.4541, M3 - 1.4571, M4 - 1.4762 (1.4749), M5 - 1.4841,
M7 - 1.4876 (Incolloy 800), M8 - 2.4816 (Inconel 600), M9 - 1.4404, M10 - Nicrobell®
G11  Accuracy class 1-11'@ 2.1
G14  Tip shape (hot junction) X - standard (isolated from sheath), G - grounded, E - exposed hot junction (", O - open-tube design "
# Obtions X - none, OV - vibration proof (spring-type terminals “, secured screws), OA - spring-loaded adapter @,
P OP - electrochemically polished sheath surface
#2 Local indicator X - none, A - local indicator mounted @

™ Only for non explosion-proof thermocouples!
@ Not available for bare thermocouple!

© with windowed head only! See indicator datasheets and order separately!
“ Contact COMECO!

Comeco Inc., P.0.Box 378, Plovdiv 4000, BULGARIA, tel: +359 32 646524, fax: +359 32 634089, e-mail: export@comeco.org

COMECO reserves the right of changing specifications without prior notice!
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‘BIMMOBA RTD COHAOA CbC 3ALLUTHA IMABA LDx (TSLDx) PA3MEPU
3A 3ALLUTHA TPBbBA
YYBCTB. TEMMNEPATYPEH
*k
Hocewa Tpbba - Hepbxaaema cromana 1.4301 nnu 1.4404 [mm] HULM
3awutHa Tpbba - MeTan (B MpUHAANEXHOCTY - 3aLNUTHY TPBHOK)
[maBa - anym1Hui, Hepbxaaema CToMaHa Ui nracTmaca (Bvx MpunoxeHme - 3aLUTHM rasi)
1 x Pt T9 -50...200 °C 6 2 3 4*
X y 3,
L] -50...400 °C
RB,RD,RF,RG
( ) T11*  -50...600 °C 8, 10 unu ron 2,3,4
2 x Pt T2*  -200...600 °C
(RB,RD,RF,RG) T4* -0...800 °C | 6% 8, 10 unun ron 2x2
6 unu ron 2,3
1xCu(RH,RK) | T9 -50...200 °C
A 8, 10 unu ron 2,3,4%
2xCu(RH,RK) | T9 -50...200 °C 8,10 unu ron 2x2
3awmTHa rnaea:
c B, MA, MB, G, N, Dx, Ex, EX (Bux MpunoxeHue - 3aluTHN rnaBu)
NpuckennHsaBaHe (TpAGBa Aa e cbrnacysaHo ¢ pesbarta 'G' Ha YA):
G1/2"(Q4), G3/4"(Q6), BbHIWHa UK BbTPeLLHa pe36a
(Bvx MpUHaANEXHOCTH - 3aLlMTHU TPBHOK)
Y Pa6otHa abmkuHa (TpsioBa Aa e cbrnacyBaHa ¢ AbrmkuHata 'L’ Ha YA):
n =100...1000 mm
G G Hocewa Tp16a:
> —— -m1=100...1000 mm
| | - 0D 20(22) mm
A l | l A : | : - matepuan 1.4301 unu 1.4541
i | Bpbx:
| | cTaHAapTeH 3aTBOPEH, CTECHEH 3aTBOPEH, C OTBOpU
i | (Bux MpunoxeHue - BbpxoBe Ha RTD conpan)
— : — | Pa6oTHo HansraHe:
% -A/-/‘ paGoTHOTO HansAraHe Ha 3awuMTHaTa Tpbb6a YA
! | (Bvx MpuUHaANEXHOCTH - 3aLWMUTHU TPBHOKM)
| |
[ | Matepuan Ha kopnyca:
v 4 D v N4 D 1.4301(M1), 1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4362 (M15)
> T < > T < VAN FOn CeH30p
Martepuan Ha npoBogHMUUTE:
Cu, Ni nnun Ag
Knac Ha TouHoCT:
'A', 'B' unu '2xB' (Bux MpunoxeHue - rpewku 3a RTD)
Marepuan 6 d MNpyxnHeH aganTep: ‘
Ha saluTHarta TpLoa [mm] (MOHTUpaH MexAay 3aluTHaTa Tpb6a U KONSIHOTO)
M1, M3, M4, M6, M6S, A [
M8, M9, M11, M13, M14 | 6, 8, 10
M12 6,8 S &
M20 6 < S
N
© N
v |EX

* CBbpxu ce c KOMEKO!

** TpaHCMUTEPBLT ce NopbyBa otaenHo!!!

Komeko A[l, n.k. 378, 4000 Nnoeaus, Ten: (032) 621770, 664749, dbakc: (032) 622719, e-mail: sales@comeco.org

I'Ipomasonmenm CW 3ana3ea NpaBOTO 32 NPOMEHWN B JAaHHWTE OT KaTanora 6e3 npeaesapuTenHo yBeaomsaBaHe !
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Kog zanopbuka TS* - G0.G1G2.G3.G4.G6.G7.G9.G10.G11.G12.G13.G14 - #1.#2

Koa XapaktepucTuka unu onuums CTOMHOCT Ha KOO4OBUSA CUMBON
* BapuaHT Ha 6a3oBus mogen LD - ctaHpapTeH (c knemu), OLD - noaroTeBeH 3a BrpaxaaHe Ha TpaHCMUTep 3a rnaea (C NpoBOAHULM)
B - tun "B", MA - Tun "MA", MB - tTun "MB", G - IP65, Tun "G", N - Tun "N", D - Tun "D",
DW - c npo3opeu, Tun "DW", DH - ¢ Bucoka kanadka, Tun "DH", DHW - ¢ npo3sopeu, Tun "DHW",
GO0 3awuTHa rnaea E - IP65, Tvn "E", ES - Hepbxaaema, Tun "ES" ©), EG - IP68, ATEX Ex 'd', Tun "EG",
EGS - IP66, ATEX Ex 'd', Tun "EGS" ), EGW - ¢ nposopeu, ATEX Ex 'd', Tun "EGW",
EX - B3puBo3awuTeH kopnyc (nosicHn!)
G1 Bpoit RTD ceHsopu 1,2um3®
G2 CeHsop RB - Pt50, RD - Pt100, RF - Pt500, RG - Pt1000, RH - Cu50, RK - Cu100
T1--50...400 °C, T2 - -200...600 °C (camo Ni nrm Ag nposogHuum!), T4 - 0...800 °C (camo Ag nposogHMLm!),
G3  Temneparypen obxeat T9 - -50...200 °C, T11 - -50...600 °C (camo Ni urm Ag nposogHMLML)
T
Gs  Awamersp d[mm] X (ron cewaop), 6, 8, 10
(cnopen AameTbpa Ha 3alwmMTHaTa Tpbba)
G6 [ObmkuHa Ha congata 'n' [mm] 100...1000
G7 [ObmkuHa Ha coHaaTta 'm1' [mm] 100...1000
n
G9 PUCHEANRABANS Q4-G1/2", Q6 - G3/4", U4 - G1/2-F", U6 - G3/4-F"
(cnopepn pesbata Ha 3awuTHaTa Tpbba)
G10 MaTtepuan Ha kopnyca M1 - 1.4301, M2 - 1.4541, M3 - 1.4571, M9 - 1.4404, M15 - 1.4362
G11  Knac Ha TouHocT A-'A,B-'B, C-"2xB'
G12 Bpoit Ha cBbp3BaLwmTE NPOBOAHULM 2,3,4 ®
G13  Marepuan Ha nposogruupmTe CU - meg, NI - Huken, AG - cpebpo
G14  Bpbx X - cTaHgapTeH 3aTeopeH, N - cTecHeH 3aTBopeH, P - ¢ otsopu @
# OnLmn X - Hama, OV - BubpoycTonumea (¢ MgO nnm CUNMKOHOB MBITHEX, C OCUTYPEHN BUHTOBE),
u OA - npucbeauHsBaHe C NpyxuHeH agantep ', OP - enekTpoOXMMWUYHO NonmpaH kopnyc (paboTHu YacTu)
#2 BrpageH uHavkaTop X - Hsima, A - BrpageH uHaukarop @

™ Camo 3a Pt ceHsopwu!

@ Camo 3a Her3puBo3aLmTeHn RTD coHu!

® He ce npenara npu ron ceHsop!

“ Camo npu rmasa ¢ nposopeL! Bux crieuudukaLmMmnTe Ha MHAMKATOPUTE M NOpbYai oTAemnHo!
® Cebpxu ce ¢ KOMEKO!

Komeko A[l, n.k. 378, 4000 Nnoeaus, Ten: (032) 621770, 664749, dbakc: (032) 622719, e-mail: sales@comeco.org

I'Ipomaaonmenm CU/ 3ana3ea NpaBOTO 32 NPOMEHU B IAaHHNTE OT KaTanora 6e3 npeaBapuTenHo yseaomsaBaHe !
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BIMOBA TA COHOA CbC 3AWNTHA IABA LDx (TSLDx) PA3MEPU
3A 3ALLUTHA TPBBA

(3A BFPALIEH TPAHCMUTEP)** OLDX (TSOLDxX) | grenent | 1E DErapr =H . TEN | nposoa-
Hocelwa tpbba - Hepbxaaema ctomaHa 1.4301 unm 1.4404 [mm] [mm] HULUM
3awmtHa Tpbba - MeTan (Bvx MpUHAANEXHOCTY - 3aLMTHN TPBOK)

['naBa - anyMUHUIA, Hepbaaema CToMaHa Urv niacTmaca (Bvx Mprnoxerme - 3aLMTHI rMasw)

n3nbIIHeHue ¢ obukHoBeHa TepmoaBouka (TH)

8 1
1xJ;2xJ 10 1.5 2; 2x2
< T4 0...800 °C rona 1,1.5,3
10 15
1xL;2xL 2; 2x2
L rona 1.2,3.2
A e T3  0..850°C 8 1
4 | 1xK;2xK | T16  0..1100°C 10 15| 25 2x2
T6* 0...1150 °C rona 1,15,3
| ‘ G o 8 1
T3 0...850 °C
» 1 g 1xE;2xE 13 0..1000 °C 10 1.5 2; 2x2
c | rona 1,15,3
| T16 0..1100 °C
1xS;2xS
| i maen | T8 ottsocc |80 03505 2 2x
’ T21 0..1300 °C
| M3nbIIHEHWe C MaHTernHa TepmoaBoiika (TH)
Y
+ 1xJ 2
T e d X T4 0..800°C 3,45,6,8
2xJ 2x2
1xK T3 0...850 °C
G G X . 2
< < 1xN;1xE | T16 0..1100°C 3 45 6 8 10
' | 2xK Té*  0..1150 °C e
A ‘ ‘ A ; : " o 2x2
! L 2xN,2xE | T6* 0..1250°C
| |
i | 3awmrHa rnaea:
i | B, MA, MB, G, N, Dx, Ex, EX (Bux MpunoxeHue - 3aluTHN rnaBu)
1 | | | NpucbeanHaBaHe (TpA6Ba Aa e cbrnacyBaHo ¢ pe36arta 'G' Ha YA):
f /lz- G1/2"(Q4), G3/4"(Q6), BbHIWHa unu BbTpellHa pe3ba
( { (Bvx MprHaANEXHOCTH - 3aLlMTHU TPBHOK)
i | Pa6oTHa gbmkuHa (TpAGBa ga e cbrnacyBaHa ¢ AbibkuHaTta ‘L' Ha YA):
| | n =100...1000 mm
N/ D v N D Hocewa Tpn6a:
> — i > —T—1¢ -m1=100...1000 mm
- OD 20(22) mm
- matepuan 1.4301 unu 1.4541
Bpbx:
cTaHAapTeH (u3onupax), "3azemeH", c oTBOpeHa TPbO6a, C OTKPUT Kpaw
(Bux MpunoxeHue - BbpxoBe Ha T[] coHaun)
Pa6oTHO HansiraHe:
paboTHOTO HansAraHe Ha 3awuMTHaTa Tpb6a YA
Marepuan TA c kopnyc Fona TQ (Bvx MpUHaANEXHOCTH - 3aLWUTHU TPBOK)
Ha 3awuTHaTa Tpb6a makc. d [mm] | makc. @ [mm]
Marepuan Ha kopnyca:
M11, M14 10 4x23 1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4762(M4), 1.4841(M5),
M3, M4, M6, M6S, M8, M9 10 2x 03 1.4845(M6), 1.4876(M7), 2.4816(M8), 1.4362 (M15)

Marepman Ha kopnyca Ha MaHTena:
1.4404(M9), 1.4541(M2), 1.4571(M3), 1.4762(M4), 1.4841(M5),
1.4876(M7), 2.4816(M8), Nicrobell® (M10)

Knac Ha TouHoCT:
1" unun "2' (Bux Mpunoxenue - rpewku 3a TA)

MpyxnHeH aganTep:
(MOHTMpaH Mexay 3awuTHaTa Tpb6a U KONAHOTO) A

B

I'Ipomssonmenm CU/ 3ana3ea NpaBOTO 32 NPOMEHU B IAaHHNTE OT KaTanora 6e3 npeaBapuTenHo yseaomsaBaHe !

<
<

60...100
. % )Eooooo%
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220...25

* CBbpxu ce c KOMEKO!

** TpaHCMUTEPBT ce NopbyBa oTaenHo!!!

Komeko A[l, n.k. 378, 4000 Nnoeaus, Ten: (032) 621770, 664749, dbakc: (032) 622719, e-mail: sales@comeco.org
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Kog zanopbuka TS* - G0.G1G2.G3.G4.G6.G7.G9.G10.G11.G14 - #1.#2

Koa XapaktepucTuka unu onuums

* BapuaHT Ha 6a3oBus mogen

CTOMHOCT Ha KOO4OBUSA CUMBON
LD - cranpapTteH (c knemu), OLD - noaroTeeH 3a BrpaxaaHe Ha TpaHCMUTep 3a rnaea (C NPOBOAHULN)

GO0 3awuTHa rnaea

B - tun "B", MA - Tun "MA", MB - tTun "MB", G - IP65, Tun "G", N - Tun "N", D - Tun "D",

DW - c npo3opeu, Tun "DW", DH - ¢ Bucoka kanadka, Tun "DH", DHW - ¢ npo3sopeu, Tun "DHW",
E - IP65, Tvn "E", ES - Hepbxaaema, Tun "ES" ), EG - IP68, ATEX Ex 'd', Tun "EG",

EGS - IP66, ATEX Ex 'd', Tun "EGS" 4), EGW - ¢ nposopeu, ATEX Ex 'd', Tun "EGW",

EX - B3puBo3awuTeH kopnyc (nosicHn!)

G1 Bpow Tepmoagoiku

1 nm 2

G2 TepmopBoiika

J-mwn"J", K-mun "K", N-tun "N", E-un "E", L - Tun "L", S - un "S", R - Tun "R"

T3-0...850 °C, T4 - 0...800 °C, T6 - 0...1200 °C *, T13 - 0...1000 °C, T16 - 0...1100 °C,

G3 TemnepaTypeH obxBat T21-0...1300 °C
OvameTbp 'd' [mm] o6ukHoBeHa T/ X (rona Tepmozgoiika), 8, 10
G4 (cnopen avameTsbpa
Ha 3alMTHaTa TpbGa) MaHTenHa T 3,4.5,6,8,10
G6 [ObmkyHa Ha coHgata 'n' [mm] 100...1000
G7 [ObmkuHa Ha coHaaTta 'm1' [mm] 100...1000
n
G9 PUCHEANHABANS Q4 - G1/2", Q6 - G3/4", U4 - G1/2-F", U6 - G3/4-F"

(cnopepn pesbata Ha 3awmTHaTa Tpbba)

obvkHoBeHa T[

M2 - 1.4541, M3 - 1.4571, M4 - 1.4762, M5 - 1.4841, M6 - 1.4845, M7 - 1.4876, M8 - 2.4816,
M9 - 1.4404, M15 - 1.4362

G10 MaTtepwuan Ha kopnyca
MaHTenHa T

M2 - 1.4541, M3 - 1.4571, M4 - 1.4762 (1.4749), M5 - 1.4841,
M7 - 1.4876 (Incolloy 800), M8 - 2.4816 (Inconel 600), M9 - 1.4404, M10 - Nicrobell®

G11 Knac Ha TouHoCT

1@ o

G14 Bpbx ("Tonbn" kpait)

X - cTaHgapTeH (M3onupaH oT Kopryca),

G - "3a3emeH", E - ¢ otkput "Tonbn" kpait "), O - ¢ oTBOpeHa TpbGa

Q]

#1 Onuun

X - Hsima, OV - BUBpOycTOruMBa (C NpyuHHW knemn ), ¢ ocurypermn BuHTOBE),
OA - npucbeauHsiBaHe C NPYXXWHEH agantep @ op- EeMEeKTPOXMMUYHO MonmpaH kopnyc (paboTHu YacTu)

#2 BrpageH nngvkatop

X - Hama, A - BrpafieH uHaukaTop @

™ Camo 3a HeB3puBo3awmTeHn T coHau!
@ He ce npegnara npu rona TA!

© Camo npv rnaea ¢ nposopeLy! Bux crieLmdukaLumumTe Ha MHOUKATOPUTE 1 NopbYal OTAENHO!

“® Cebpxu ce ¢ KOMEKO!

Komeko A[l, n.k. 378, 4000 Nnoeaus, Ten: (032) 621770, 664749, dbakc: (032) 622719, e-mail: sales@comeco.org

I'Ipomaaonmenm CU/ 3ana3ea NpaBOTO 32 NPOMEHU B IAaHHNTE OT KaTanora 6e3 npeaBapuTenHo yseaomsaBaHe !
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